
The TEKTELIC TEMPO Tablet is the first of its kind to utilize LoRaWAN® to provide a simple and effiicient 
solution to monitor and manage room occupancy, coordinate and book meetings, and analyze statistical 
data. Fully integrated with TEKTELIC’s VIVID Smart Room & Occupancy Sensor, the platform will display real 
time occupancy status, allowing users to save time and effort with full visibility to the room’s availability. 

TEMPO Meeting Room Display Tablet  
Easily and Efficiently Track and Manage Meeting Room Occupancy 
Status and Bookings  

Attributes
Option 1: 12 Month Battery 

Option 2: Externally Powered (POE or 5VDC Barrel)

Stand Alone Solution

Integrated with Outlook, Google etc. 

VIVID Smart Room & Occupancy Sensor

Provides Rich Analytics

Ideal for Small, Medium, Large Offices

TEKTELIC Communications is a premier supplier of best-in-class LoRaWAN® IoT Gateways, Sensors, and Custom Applications.   These elements 
combined provide a powerful end-to-end solution that can be easily, quickly, and cost effectively deployed to address the most demanding IoT 
challenges. 
For more information please visit www.tektelic.com

Product Specifications
Operational Temperature

LoRa Device Class

Size

RF Power

ISM Band

Ingress Protection

Battery

RF Sensitivity

Antenna

0°C - 40°C

Class A (Class B in future)

157mm x 112.4mm x 24.5mm

15 dBm

All Global ISM Bands

IP30

4AA 12 months (for typical use)

 -137dBm (SF12, 125kHz)

Internal

• Smart Office
• Optimized Room Utilization

• Schools & Universities

• Public Libraries

• Laboratories

• Vaccine Storage
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